
North America's premier manufacturer and distributor of 
quality accessibility lifts and elevator swing door assemblies 

for over 25 years!



P.O. Box 900, Hamilton, Ontario Canada L8N 3P6

Toll Free 1-888-465-9999
Tel: 905-526-9727  Fax: 905-526-0258

Web: www.niagarabelco.com  email: sales@niagarabelco.com

Why choose
NIAGARA BELCO?

When you choose Niagara Belco,
you choose quality. Niagara Belco’s
products are built by elevator 
people for elevator people.  

Committed to providing high
quality products to North America
for over 25 years, we guarantee
your satisfaction.   

With experience, a commitment
to excellence and hands-on project
management from start to finish,
we're certain you'll be proud to
make Niagara Belco door products a
successful part of your next project.

Niagara Belco, is a member of the
National Association of Elevator
Contractors (N.A.E.C.) and the
Canadian Elevator Contractors
Association (C.E.C.A.) since 1984.

Standard Features
• 16 Gauge  Frame 

(61/8” Jamb depth, galvanneal & paint ready)
• 16 Gauge Door 

(13/4” thick, H/C core, galvanneal & paint ready)
• Mortise latch c/w channel lever or flush cup and lever 

(Freight use only)
• Vision panel 4” x 7” exposed 1/4” GPW
• 8” Aluminum kick plate (Passenger use)
• UL Listed 2 speed door closer with adjustable backcheck 

cushioning (Meets ADA requirements)
• (3) 41/2” x 4” Ball bearing hinges (US26D)
• GAL type “N” interlock c/w beak
• 1/8” Checker plate sill c/w pre-drilled holes & sill pins
• 11/2 Hour “B” fire label
• Adjustable drywall or masonry anchors supplied
• Completely assembled and ready for installation

Options
• Hall station prep in frame
• Electric strike prep
• Various jamb depths
• Keyed latch set (Freight use only)
• Pull handle c/w push plate (Passenger use only)
• Concealed door closer
• Power door operation
• EMA prep in frame
• NEMA class interlocks
• Steel stiffened door
• Swing clear ball bearing hinges
• Exterior package (Includes; Styrene core door, 

weather-stripping on frame and door sweep)
• Heavier gauge door & frame
• G90 Galvanized material
• #304SS or #316SS Stainless Steel (2B or #4 Finish)

Stock sizes
• 36” x 80”     36” x 84”      48” x 80”     48” x 84”

PEF-750 Passenger/Freight (3/4” Frame setback)

Based on swing door design principles dating back to the earliest days of
vertical transportation, the PEF-750 series assembly is used extensively through-
out North America on new and existing freight and passenger elevators.
Available in standard and custom sizes, this rugged and durable assembly offers
flexibility and compatibility for both new and OEM replacement applications.
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